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The Titan 400 CNC milling machine is a member of the Titan Range and will be very attractive to small machine shops or educational establishments.  
Key Features

	Model
	
	Titan mill 400

	Table size (mm)
	
	660 x 210

	X axis (mm)
	
	365

	Y axis (mm)
	
	215

	Z axis (mm)
	
	345

	Rapids m/min
	
	15

	Motor

	Main motor (kW)
	
	2.2

	Tool changer
	
	8 or as an option

	Max table loading (kg)
	
	200

	Machine weight (kg)
	
	1,300

	CNC control
	
	Siemens 808D

	Servo type
	
	AC servo

	Table transport
	
	Ball screw with linear rails

	Spindle

	Spindle collet
	
	BT30

	Spindle speed (rpm)
	
	8,000

	Power supply
	
	240V AC / 1ph or 415v / 3ph


Product Description
The Titan design team is focused on producing a family of high specification milling machine that deliver a one stop solution to first time CNC users both industrial and educational.  Many of the features found in the Titan products are only to be found in much higher budget machines. This cost-effective performance has been achieved without any loss in quality or reliability. 
Conscious that the small workshop might have limited access, the Titan machines are small enough to fit through a small access door and can be powered immediately from a standard 3 pin AC mains connection.  If you need to reconfigure your shop layout, just unplug your Titan machine and move it to its new position.
As standard the Titan range is shipped with an industry standard Siemens 808D controller but the machines are sufficiently flexible that other controller options are possible to suit client preferences.  The Siemens 808D does allow 3 axis simultaneous contouring and the Titan machines support this.  Programming is directly in ISO GCode as created by market leading CAD/CAM software platforms. Conversational modes are also supported. The controller allows external accessories such as tool height setter and probing.
The Titan range are all contained inside a coolant proof enclosure with door safety interlocks. This is a particularly important Health & Safety feature when the machines are in use in an educational environment. The enclosure does however feature viewing windows on 3 sides so full visibility is provided for group training.

Other key features that reflect the professional level of the Titan machines include integrated coolant management system, automatic distributed lubrication network, BT30 industrial standard collet system, software defined limit switches, high speed spindle and on the 400 Model, an 8 port automatic tool changer.
The Titan range will not disappoint the purchasing authority or the workshop end user. The Titan range of products provide modern cost effect highly featured CNC milling machines that will deliver reliable performance whether in a short run training establishment or high-volume manufacturing facility.
	[image: image3.jpg]



	[image: image4.png]2100

1360







	Titan 400 Gallery

	

	[image: image5.png]



	[image: image6.png]



	[image: image7.png]




	
	
	

	Factory Location
	8 Port Tool Changer
	Side Window View
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	Integrated Coolant Facility
	Controller Cabinet
	Power Distribution
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